
TEAK MAINTENANCE 
For a correct teak cleaning procedure, the following instructions should be observed 
in the indicated order:
• clean with warm water using a damp cloth. In order to remove any traces of dirt 
and grease, use a neutral, non-alkaline and non-acid detergent. Do not use alcohol 
or aggressive solvents.
• apply with a brush or cloth the Hydro oil supplied by Varaschin; two coats of pro-
duct are recommended.
• in the event that teak is particularly degraded and the color uniformity is lacking, 
i.e. it has lighter parts and darker parts, we recommend proceeding as follows:
  -   sanding with 80 grit sandpaper
  -   sanding with 180 grit sandpaper
  -   remove surface dust after sanding
  -   apply with a brush or a cloth the Hydro oil supplied by Varaschin; two coats of 
product are recommended
  -   in the application phase a temperature not lower than 15°C and not higher than 
35°C is recommended; the product shall not be applied under direct sunlight
  -   let dry for at least 24 hours before reinstalling the elements, preferably in a venti-
lated place.
ATTENTION:
• If the product is equipped with cushions, in case of exposure to water, it is strongly 
advisable to remove the cushions until the contact surface between the cushions and 
teak is completely dry to avoid the formation of mold and halos. 
• Wood oxidizes in outdoor environments and can give rise to changes in color tones 
over time, taking on a silver gray appearance due to exposure to water and sun (UV 
rays). 
• For long and repeated exposure of teak products, the use of protective covers avai-
lable in the price list is recommended.


