
MANUTENZIONE IROKO - IROKO MAINTENANCE

Per mantenere al meglio l'aspetto e preservare l'integrità del legno Iroko, si raccomanda di seguire attentamente le seguenti indicazioni per la 
manutenzione:

PULIZIA E MANUTENZIONE ORDINARIA
Per la pulizia ordinaria, si consiglia l'uso di SPLENDIWOOD. Questo prodotto pulisce delicatamente ma con efficacia tutte le superfici. SPLEN-
DIWOOD è pronto all'uso e non va diluito. È sufficiente spruzzare il prodotto su un panno pulito e umido, quindi passarlo sulla superficie da 
pulire. Il prodotto asciuga rapidamente e non necessita di risciacquo.

PULIZIA E MANUTENZIONE STRAORDINARIA, PROTEZIONE E  RIPRISTINO
Per queste operazioni, si consiglia l'uso di NATUREOIL, un prodotto 3 in 1 che nutre in profondità, protegge da usura e intemperie, e ravviva la colo-
razione naturale della superficie. Il prodotto è già pronto all'uso e può essere anche utilizzato qualora, a distanza di un paio d'anni, si avesse bisogno 
di ripristinare il livello di protezione iniziale.
Nel caso in cui l'Iroko sia particolarmente degradato e venga meno l'uniformità di colore (ovvero presenti parti più chiare e parti più scure), si 
consiglia, prima dell'applicazione, di togliere i vecchi strati di finitura e di seguire la procedura che segue:
  -   Carteggiatura leggera con carta abrasiva grana 180
  -   Carteggiatura leggera con carta abrasiva grana 320
  -   Rimozione della polvere superficiale post-carteggiatura
  -   Su superficie asciutta e pulita applicare NATUREOIL con pennello in modo uniforme e continuo (consigliate due mani)
  -   Entro 20 minuti, togliere l’eccesso non assorbito con un panno. Se necessario, applicare una seconda mano. Non si deve formare un film!
  -   Non toccare prima di 8 ore e non bagnare prima di 24 ore

ATTENZIONE:
• Se il prodotto è dotato di cuscini, in caso di esposizione all'acqua, è fortemente consigliabile rimuovere i cuscini fino a completa asciugatura 
della superficie di contatto tra cuscini e Iroko per evitare la formazione di muffe e aloni.
• Il legno all'aperto si ossida e può dare luogo nel tempo a variazioni di tonalità del colore, dovute all'esposizione all'acqua e al sole (raggi 
UV).
• Per lunghe e ripetute esposizioni agli agenti atmosferici dei prodotti in iroko, si consiglia di adoperare le cover protettive disponibili a listino.

In order to best maintain the appearance and preserve the integrity of Iroko wood, it is strongly recommended to carefully follow the maintenance instructions below:

ORDINARY CLEANING AND MAINTENANCE
For routine cleaning, it is recommended to use SPLENDIWOOD. This product gently yet effectively cleans all surfaces. SPLENDIWOOD is ready to use and should not 
be diluted. Simply spray the product onto a clean, damp cloth, then wipe the surface to be cleaned. The product dries quickly and does not require rinsing.

DEEP CLEANING AND MAINTENANCE, PROTECTION AND RESTORATION
For these operations, it is suggested using NATUREOIL, a 3-in-1 product that deeply nourishes the wood, protects it from wear and weather, and revives the natural 
color of the surface. The product is ready to use and can also be applied if, after a couple of years, there is a need to restore the initial level of protection.
In the event that Iroko wood is particularly degraded and the color uniformity is lacking, i.e. it has lighter parts and darker parts, we recommend to remove the old 
finishing layers before application and follow the procedure below:
-  light sanding with 180-grit sandpaper
-  light sanding with 320-grit sandpaper
-  remove surface dust after sanding
-  on a clean, dry surface, apply NATUREOIL evenly and continuously with a brush (two coats are recommended)
-  within 20 minutes, remove any eccess that has not been absorbed using a cloth. If necessary, apply a second coat. A superficial layer must not remain on the 
surface after the sealer is applied!
-  do not touch for at least 8 hours and avoid contact with water for at least 24 hours

ATTENTION:
• If the product is equipped with cushions, in case of exposure to water, it is strongly advisable to remove the cushions until the contact surface between the cushions 
and Iroko is completely dry to avoid the formation of mold and halos. 
• Wood oxidizes in outdoor environments and can give rise to changes in color tones over time, due to exposure to water and sun (UV rays). 
• For long and repeated exposure of Iroko products, the use of protective covers available in the price list is recommended.


